Owner's Manual 


PM-1612 

12" MONO VIDEO MONITOR 





OPERATING INSTRUCTIONS 

Before operating the monitor please read this 
manual thoroughly. This manual should be retained 
for future reference. 


FCC RADIO FREQUENCY INTERFERENCE STATEMENT 

WARNING: This equipment generates and uses radio 
frequency energy and if not installed and used 
properly, that is, in strict accordance with the 
manufacturer's instructions, may cause 
interference to radio and television reception. 
There is no guarantee that interference will not 
occur in a particular installation. If this 
equipment does cause interference to radio or 
television reception, which can be determined by 
turning the equipment off and on, the user is 
encouraged to try to correct the interference by 
one or more of the following measures: 

1. Reorient the receiving antenna. 
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2. Relocate the computer with respect to the 
receiver. 

3. Move the computer away from the receiver. 

4. Plug the computer into a different outlet so 
that computer and receiver are on different 
branch circuits. 

5. If necessary, the user should consult the 
dealer or and experienced radio-television 
technician for additional suggestions. The 
user may find the following booklet prepared by 
the Federal Communications Commission helpful: 
"How to Identify and Resolve Radio-TV 
Interference Problems". This booklet is 
available from the U.S. Government Printing 
Office. Washington DC 20402, Stock No. 004- 
000-00345-4. 


NOTICE 

The manufacturer is not responsible for any radio 
or TV interference caused by unauthorized 
modification to this equipment. It is the 
responsibilities of the user to correct such 
interference. 


WARNING 

To prevent fire or shock hazard, do not expose the 
monitor to rain or moisture. 

Dangerously high voltages are present inside the 
monitor. Do not open the cabinet. Refer 
servicing to qualified personnel only. 


POWER SOURCE 

House current operation. 
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Insert the plug of the AC power cord into a 
convenient AC wall outlet with line voltage 
exactly same as voltage indicated on the rear 
panel. 


PRECAUTIONS 

* When operating on the line cord, plug in only 
to AC outlets with line voltage exactly same as 
voltage indicated on the rear panel. 

* should any liquid or solid object fall into the 
cabinet, unplug the monitor and have it checked 
by qualified personnel before operating it any 
further. 

* Allow adequate air circulation to prevent 
internal heat build-up. Do not place the 
monitor set on soft surfaces (rugs, blankets, 
etc.) or near materials (curtains, draperies) 
that may block the ventilation holes. 

* Do not attempt to make any of the adjustments 
at the small holes on the bottom of the 
monitor. These are special adjustments to be 
performed only by qualified personnel, to be 
used for an extended period of time. 

* To disconnect the cord, pull it out by the 
plug. Never pull the cord itself. 


SPECIFICATIONS 

Picture tube 


Phosphor 


12 M picture measured diagona¬ 
lly 90 degree deflection 
angle 

P39 with non-glare faceplate 
Other phosphors as option 
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Power requirements 

Scanning Frequency 

Signal input Conn, 
Input Signal 
Video band width 
Resolution 


110V/60Hz - TAIWAN 
120V/60Hz - USA/CANADA 
220V/50Hz - EUROPE 
240V/50Hz - U.K./AUSTRALIA 

Horizontal 18~18.8KHz 
Vertical 47~63Hz 

D type Connector 

3.5V p-p TTL positive video 

18MHz 

1000 lines 


Power consumption 

Dimensions 

Weight 


35W max. AC 

Approx.323x325x323 mm (WxHxD) 
Approx. 7.5Kg 


OPERATION 

* The power cord should be connected. 

* Connect cable from monitor to D type input 
jack. 

* To turn the monitor on, press the POWER switch 
to ON position and then the power indicator 
will be lit up. 

* Your monitor features a unique quickswitch 
system which provides a picture within seconds 
after the monitor is switched on. 

Unlike conventional instant-picture system, 
there is absolutely no power consumption when 
the monitor is not in use. 

* Adjust the BRIGHTNESS controls to obtain 
optimum display quality. 
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NOTES 


* Do not install the monitor in a location near 
heat sources such as radiators or airducts, or 
in a place subject to direct sunlight, or 
excessive dust or mechanical vibration or shock. 

* Save the original shipping carton and packing 
material, they will come in handy if you ever 
have to ship your monitor. 

For maximum protection, repack your monitor as 
it was originally packed at the factory. 

* To keep the monitor looking brand-new, 
periodically clean it with a soft clock, 
Stubborn stains may be removed with a cloth 
lightly dampened with a mild detergent 
solution. Never use strong solvents such as 
thinner or benzine or abrasive cleansers, since 
these will damage the cabinet. As a safety 
precaution, always unplug the monitor before 
cleaning it. 


To Adjust the Picture 

* If the picture is too bright or too dark, 
adjust the BRIGHTNESS CONTROL. 

* If the picture contrast is too strong, too weak 
or overshoot, adjust the CONTRAST CONTROL. 

* If the picture moves up or down or rolls, 
adjust the VERTICAL HOLD CONTROL. 

* If the height of the pictures is not suitable, 
adjust V-SIZE CONTROL. 

* If the pictures is not on the center of the 
screen, adjust H-PHASE CONTROL. 


5 




6 
























Printed in Taiwan 


Form No.:41 A40-980-1 



